
Fiat Multipla Removal of Front Seats
I wanted to remove the centre front seat but found that the centre seat bolts are hidden behind the heating 
ducts that are bolted to the seat.  To remove the ducts you have to first remove the NS and driver’s seats. 
No matter, it is an excuse to do that deep valet you have always promised yourself.  You know your Multi 
deserves one!  I removed all six seats and got enough room to swing the proverbial vacuum cleaner 
finding for my trouble two pound coins, a 50p and a 10p coin (plus various grotty sweets and pens). 
‘Virtue is its own reward’, Not!
Removing the NS and Driver’s seats
Disconnect the cables in the outside front corners.  There are two cables on the driver’s side.
Slide the seat forward and remove the two plastic feet protectors that cover the rear bolts, (Pic 1).  A 
protector is held on by a single phillips screw.    Pic 1

Remove the four 16mm bolts for each seat.  
Note:  These pass through the floor and screw into nuts welded onto the chassis cross beams.  If at all 
stiff, to avoid breaking the welds,  run a wire brush over the bolts threads under the floor, (Pic 2) – there 
is lots of room if you jack up one wheel.  Spray with WD40 and grease before refitting. (I only had one 
stiff bolt on a 2002, but it might depend on the age or amount of salt corrosion.)
                                                   Pic 2

Slide the seats to make it easier to remove the bolts using a 16mm socket or a ring spanner.
Pic 3 Front bolt                                            Pic 4 Rear Bolt

Pic 4 shows where the pimple on the foot protector is engaged and the hole for the phillips screw.



Removing the heating ducts from the centre seat
Slide the centre seat back and remove the two long phillips screws at the front, (Pic 5).
Undo the two long horizontal bolts along the side, (bottom left of Pic 6).  Torx T30.
Use a wide flat-headed screw driver to remove the large plastic caps at the rear, (Pic 6).
Swivel each duct out of the heating socket in the floor, (Pic 7).
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Remove the centre seat
Pic 8                                                Pic 9                                               Pic 10

The seat is fixed with six 16mm bolts, (Pic 8).  The note, above, on first cleaning the bolts applies.
Note: The NS centre bolt holds down the seatbelt pre-tensioner.  When you remove the bolt lift up the 
lever to lock the seat belt, and keep it up.  This prevents the seat belt pre-tensioner being activated if the 
seat-belt is pulled.  (Pic 9 shows the centre bolt holding the seatbelt pre-tensioner lock lever in the off 
position. Pic 10 shows the lock lever in the on position.)

Reverse the steps to reassemble.
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